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  Weldman WE2RA wire feeder works with DC (CC or CV) power sources. 
No AC power supply from power source is required. Power source OCV / Arc voltage is 
good enough to make the wire feeder work. Cable management becomes easier. 
The existing welding cable from the power source (with the addition of gas hose) 
can be used. No control cable is required; only a voltage sensing lead from 
the wire feeder has to be clipped to the work. 

    OCV DRIVEN WIRE FEEDER 
                                      FOR  GMAW / SELF-SHIELD / FCAW WELDING

WELDING FEATURES
• Step-less wire feed speed control 
    with Dual Range (High / Low).
• Step-less voltage control (Optional).
• Digital meters for Voltage and 
    Wire feed speed / Current.
• • Creep / Normal / Soft wire start 
    options.
• Wire feed auto cut-off feature.
• Wire inching & Gas purging 
    facilities.
• 2S / 4S option for Torch switch 
    Manual hold / Auto hold.
• • Heavy duty and High current 
    capacity dc contactor.
• ‘V’, ‘U’ and knurled groove rolls    
    (as per wire type and size).
• Torch connection: Standard Tweco 
    type.
• Welding connector: Standard  
    Dinse     Dinse type / as per requirement.

GENERAL FEATURES
• Solid state control for wire speed.
• Positive feeding of high temper 
    solid, FCAW & Self-shielded wires.
• Quick installation of drive 
    accessories.
• • Welder friendly controls.
• Maintenance & Service friendly.
• Ideal for harshest environment 
    and meets the requirement of 
    quality welding in shipyards,
    pipelines, constructions,
    petrochemical plants, offshore
    works and workshops.    works and workshops.

SAFETY FEATURES
• Over current protection for motor 
    and control circuit.

(220 x 430 x 575) mm
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OPTIONALS

MIG-Torch
(Water Cooled)

MIG-TorchSelf-Shield Torch Water Cooler

Teflon Liner
0.8 - 1.0 
1.0 - 1.2
1.2 - 1.6

Contact Tip
0.8 A / 1.0 A
1.2 A / 1.6 A

Gas Regulator
Argon

Drive Roll
0.8 - 1.0 U
1.0 - 1.2 U
1.2 - 1.6 U

Pressure

Drive

Drive Roll
0.8 - 1.0 V
1.0 - 1.2 V
1.2 - 1.6 V

Spring Liner
0.8 - 1.0 
1.0 - 1.2
1.2 - 1.6

CO2

Contact Tip
0.8 / 1.0
1.2 / 1.6

Gas Regulator

Argon
(Stainless
Steel)

Pressure

Drive

ALUMINIUM

SOLID WIRE / FLUX CORED WIRE / STAINLESS STEEL

WELDING CONNECTION-SELF-SHIELD WELDING CONNECTION-MIG

Liner

Liner

Torch connector
(MIG)

Torch connector
(Self-Shield)

Pressure Roll Drive Roll

Contact Tip MIG

Contact Tip Self-Shield

Gas Regulator 
CO2 Fin Type

Gas Regulator
CO2 Heater Type

Drive Roll
(knurled)
2.0 V

Spring Liner
2.0

Contact Tip
2.0

Pressure

Drive

SELF-SHIELD

            ACCESSORIES


