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GTAW (TIG) 
(Scratch-start)SMAW (MMA/Stick)

Gouging

WELDING PROCESS

WD500UNI

WELDING FEATURES
• Multiple process options: MMA / 
   TIG (scratch-start) / MIG remote /   
   MIG panel (arc sensing feeders).
• Stepless Current / Volt control.
• Arc-force control (MMA) for
    anti-stick of electrodes and     anti-stick of electrodes and 
    dynamic control of low Hydrogen 
    and Cellulose electrodes.
• Built in hot-start (MMA) for 
    better arc-striking.
• Voltage control automatically 
    brought to wire feeder (MIG 
    remote).    remote).
• Suitable for scratch-start TIG 
    welding.
• Compatible with remote HF TIG 
    control unit (WERT301).

GENERAL FEATURES
• Heavy-duty and Reliable  
    air cooled     air cooled industrial engine with 
    oil pressure and battery charging 
    failure indication.
• Inverter technology.
• Energy efficient & Eco friendly - 
    Low fuel consumption.
• Welder friendly controls.
• • Low maintenance and long
    service life.
• Ideal for harshest environment 
    and meets the requirement of 
    quality welding in shipyards,
    pipelines, constructions,
    petrochemical plants, offshore
    works and workshops.    works and workshops.

SAFETY FEATURES
• Engine automatic shutdown in  
    case of fan belt failure.
• MCB & Fuses for fault protection.
• Under voltage, thermal overload 
    & current limit protection.
• • ELCB & MCB protection for
    auxiliary supply.

OUTPUT

DIESEL ENGINE DRIVEN MULTI-PROCESS WELDER

GMAW (MIG/MAG/CO2)
FCAW-GS

FCAW-SS


