DIESEL ENGINE DRIVEN GOUGING /
M MULTI-PROCESS WELDING MACHINE

GOUGING FEATURES

¢ Single welder (High power) /
Two welder mode selection.

e Powerful gouging in single welder
CC mode.

e Long cable capability.

WELDING FEATURES

o Two welding outputs with
independent controls when
2 welder mode is selected.

e Multiple process options: MMA /
TIG (scratch-start) / MIG panel
(arc sensing feeders) / MIG remote.

e Arc-force control (MMA) for
anti-stick of electrodes.

e Built in hot-start (MMA) for
easy arc-striking.

¢ Adjustable electronic inductance

WD701UNI control (MIG) for smooth and
spatterless welding.
output |DC CC| [{W | ¢ Compatible with remote HF TIG
] ] control unit (WERT301).
o Suitable for high current FCAW
WELDING PROCESS in single welder CV mode.
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: - ' o Heavy-duty and reliable
| t;:l Gouging ‘ f FCAW-SS air cooled turbo engine with
| e I | — fault indication (low oil pressure
battery charging and fan belt failure).
| ¢ Inverter technology.
MODEL | WD701UNI o Energy efficient & Eco friendly -
Engine Model Deutz BF4L914, COM 2, Turbo charged, Air cooled Low fuel consumption.
o Welder friendly controls.
Englﬂe Rated Oul‘.put 56.9 kW @ 1500 I'FIIFI'I-.Il 50 Hz ¢ Low maintenance and |0ng
: . : service life.
Picacl Tank Eopacity 10k ¢ Ideal for harshest environment
Starting System 12 V battery and meets the requirement of
quality welding in shipyards,
Output OCV (CC) 75V dc (Max) * pipelines, constructions,
trochemical plants, offshore
20 = 700 A (Single welder moda) s ’
QUIpUt Curtsint sange.{¢C) 10 — 400 A x 2 outputs (Two welder mode) works and workshops.
14 — 52 V (Single welder mode)
700 A / 48 V (Single welder mode) ¢ Engine shutdown in case of low
R D R e 400 A/ 42V x 2 outputs (Two welder moda) oil pressure / fan belt failure.
Auxiliary Supply 240 V/, 1 ph, 50 Hz (ELCB, MCB and 20 A Fused) . 'L‘j':d'z rs:/ (':I:'asge; :ﬁ;ﬁ?#alﬁ ";:/‘:ﬁgg;”
. El
Dimensions (W x H x D) (1500 x 1830 x 2150) mm & current limit protection.
- ¢ ELCB & MCB protection for
Weight 1600 kg auxiliary supply.

* Reduced Open Circuit Voltage (VRD) available on request
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m CONTROL PANEL & OPTIONAL ACCESSORIES

CONTROL PANEL
ENGINE CONTROLS
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WELDING CONTROLS

WD701UNI WELDER-1 HIGH POWER

SINGLE WELDER
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WELDING TERMINALS CONFIGURATION

SINGLE WELDER (HIGH POWER) TWO WELDER
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OPTIONAL ACCESSORIES

WEZ2R WERT301 Gouging Torch Earth Clamp Electrode Holder WE2RS2

Wire Feeder HF TIG Control Unit (7 ft) Assembly Assembly SAW Tractor
'i-* b G
MIG Torch Gas Regulator TIG Torch Gas Regulator WE2RA Self-Shield Torch
(3m) CO2 Assembly (25 ft) Argon (OCYV Driven Wire feeder)
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