m SAW / GOUGING POWER SOURCE (MULTI - PROCESS)

WELDING FEATURES

® CC/CV process selection.
* Panel / Remote auto sensing.

SAW FEATURES

® Suitable for high current
submerged arc welding with long cable.
Compatible with Weldman SAW Tractors
WE2RS1 (4 wheel) & WE2RS2 (3 wheel).
¢ Built in weld dynamics suitable for
2.0mm to 6mm wire sizes.

GOUGING FEATURES

WE1002UNI ® Powerful gouging up to 1/2” rod.
* | ong cable capability.
50
INPUT e oureur \DCJ cC) CV MMA/MIG/TIG FEATURES

®* MMA: Arc-force control for Low-Hydrogen
and Cellulose electrodes.
* MMA: Built-in Hot-start.
GMAW (MIG/MAG/CO2) 7':' SMAW (MMA/Stick) * MIG: Adjustable inductance control.
FCAW-GS — * TIG: Suitable for scratch start. Use remote
TIG control unit WERT301 for HF-TIG.
GTAW (TIG)

A
e | Govaing (Scratchstart) GENERAL FEATURES

MODEL WE1002UNI

WELDING PROCESS

SAW

|
A

FCAW-SS

|

* Inverter technology.
* Heavy-duty, Rugged and Light-weight.
labiit Supply 415V £ 10%, 3-ph, 50 / 60 Hz (Standard) o«W idw f .tydl 99 ol 9 9
PUSSUPP 460 V + 5% / - 10%, 3-ph, 50 / 60 Hz (Optional) = elder ":::" Yy Cglgo S.
* Energy efficient enerator
Rated Input Power 55.2 kVA :
E friendly - Low kVA demand.
Idling Input Current 0.5A (Max.) * Maintenance and Service friendly.
Output OCV (CC) 75V dc (Max.) * ¢ Digital display-current & voltage.
o ;
Output Current Range (CC) 20— 1000 A Ideal for harshest elnwronment
and meets the requirement of
OCV Range (CV) 1.5-48Vde quality welding in shipyards,
Rated Output @ 70% buty cycle 1000 A/ 44 V pipelines, constructions,
Rated Output @ 100% outy cycie 840A/40V petrochemical plants, offshore
works and workshops.
SAW Control Voltage 110V, 1-ph, ac
MIG Control Voltage 25V, 1-ph, ac SAFETY FEATURES
Dimensions (W x H x D) (660 x 630 x 680) mm * MCB & Fuses for fault protection.
L]
Weight 125 kg Under voltggg, thermql overload
& current limit protection.
* Reduced Open Circuit Voltage (VRD) available on request
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m ACCESSORIES

STANDARD
GOUGING & MMA PACKAGE

SAW PACKAGE

1¢ o X

WE2RS1
(4 wheel)

(6

[*Jesss[]
lo] 88)[o]
a Y- - Y - 27 S
— [ — —
R +EPJ%%
== ==
N e— —
[ — - [ —
[ — [ —
== =
e =
———ac_— ———
——  r—
\ —_— f—
\5
WE1002UNI
OPTIONALS
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Rotating  SAW Track Rack Trolley
Ground Clamp (2 m)

Earth Clamp  Electrode Holder Gouging Torch Assembly Interconnection Ground Cable
Assembly Assembly (Torch 7 ft + Welding Cable Assembly Assembly
(5m) (10 m) cable 10 m) WE2RS2 (45 m) (5m)

(3 wheel)
GOUGING & MMA E
(i /

| SAW

S/m
/a
Compressed Air inlet\ @ . SN

WE2RS2
(3 wheel)

WE2RS1
(4 wheel)
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Control cable

4 1@
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“* Welding cable

ﬂ

WEZ2RA

WER102 WE2R WERT301
Remote Current/Volt  OCV Driven ~Wire Feeder ~ HF TIG
Control Unit Wire feeder Control Unit

(with 10 m cable)
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